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Symbols used in this manual
WARNING!

Denotes impending danger. Non-
observance of this warning may result in 
death or extremely severe injuries.

CAUTION!
Denotes a possibly dangerous situation. 
Non-observance of this warning may result 
in slight injury or damage to property.

NOTE
Denotes application tips and important 
information.

Symbols on the power tool
Before switching on the power 
tool, read the operating manual!

Wear goggles!

Disposal information for the old 
machine (see page 1 )! 
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For your safety
WARNING!

Before using the polisher, please read and 

Failure to follow all the warnings and instructions 
may result in electric shock, fire and/or serious injury.  

follow:
– these operating instructions,
– the "General safety rules ", 
– the currently valid site rules and the 

regulations for the prevention of 
accidents.

This polisher is state-of-the-art and has 
been constructed in accordance with the 
acknowledged safety regulations. 
Nevertheless, when in use, the power tool 
may be a danger to life and limb of the user 
or a third party, or the power tool or other 
property may be damaged. The polisher 
may be used only
– used as intended,
– in perfect working order.
Faults which impair safety must be repaired 
immediately.
I

SAVE ALL THE WARNINGS AND 
INSTRUCTIONS FOR FUTURE 
REFERENCE.

ntended use
This polisher is designed
– for commercial use in industry and trade,

The term “power tool” in the warnings refers to 
your mains operated (corded) power tool or battery 
operated (cordless) power tool.

– for all types of polishing work with
polishing sponges, lambskins and
woolskins, felt plate, buffing disc

– for use with polishing tools which are
permitted to run at a speed of at least
3900 r.p.m.

WARNING!
Read all safety warnings and instructions. 

General safety rules




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1) Work area safety

2) Electrical safety

3) Personal safety

4) Power tool use and care

Keep work area clean and well lit. 
Cluttered and dark areas invite accidents.

 Do not operate power tools in explosive 
atmospheres, such as in the presence 
of flammable liquids, gases or dust. 
Power tools create sparks which may 
ignite the dust or fumes.

 Keep children and bystanders away 
while operating a power tool. Distractions
can cause you to lose control.

 Power tool plugs must match the outlet. 
Never modify the plug in any way. 
Do not use any adapter plugs with 
earthed (grounded) power tools. 
Unmodified plugs and matching outlets 
will reduce risk of electric shock.

 Avoid body contact with earthed or 
grounded surfaces such as pipes, 
radiators, ranges and refrigerators. 
There is an increased risk of electric 
shock if your body is earthed or grounded.

 Do not expose power tools to rain or 
wet conditions. Water entering a power 
tool will increase the risk of electric shock.

 Do not abuse the cord. Never use the 
cord for carrying, pulling or unplugging 
the power tool. Keep cord away from 
heat, oil, sharp edges or moving parts. 
Damaged or entangled cords increase 
the risk of electric shock.

 When operating a power tool outdoors, 
use an extension cord suitable for 
outdoor use. Use of a cord suitable for 
outdoor use reduces the risk of electric shock.

 If operating a power tool in a damp location 
is unavoidable, use a residual current 
device (RCD) protected supply. Use of an 
RCD reduces the risk of electric shock.

 Stay alert, watch what you are doing and 
use common sense when operating a 
power tool. Do not use a power tool while 
you are tired or under the influence of drugs, 
alcohol or medication. A moment of inattention 
while operating power tools may result in 
serious personal injury.

 Use personal protective equipment. 
Always wear eye protection. Protective
equipment such as dust mask, non-skid 
safety shoes, hard hat, or hearing protection 
used for appropriate conditions will reduce 
personal injuries.

 Prevent unintentional starting. Ensure 
the switch is in the off position before 
connecting to power source and /or battery 
pack, picking up or carrying the tool. 
Carrying power tools with your finger on 
the switch or energising power tools that 
have the switch on invites accidents.

 Remove any adjusting key or wrench 
before turning the power tool on. 
A wrench or a key left attached to a 
rotating part of the power tool may 
result in personal injury.

 Do not overreach. Keep proper footing 
and balance at all times. This enables 
better control of the power tool in 
unexpected situations.

 Dress properly. Do not wear loose 
clothing or jewellery. Keep your hair, 
clothing and gloves away from moving 
parts. Loose clothes, jewellery or long 
hair can be caught in moving parts.

 If devices are provided for the connection 
of dust extraction and collection facilities, 
ensure these are connected and properly 
used. Use of these devices can reduce 
dust related hazards.

 Do not force the power tool. Use the 
correct power for your application. The
correct power tool will do the job better and 
safer at the rate for which it was designed.

 Do not use the power tool if the switch 
does not turn it on and off. Any power 
tool that cannot be controlled with the 
switch is dangerous and must be repaired.



Safety instructions for polishing
WARNING!

Read all safety instructions and other 
instructions. Failure to observe the safety 
instructions and other instructions may result 
in an electric shock, fire and/or serious 
injuries. Keep all safety instructions and 
other instructions in a safe place for the 
future.
 This electric power tool must be used as

a polisher. Observe all safety information,
instructions, diagrams and data which you
receive with the power tool. If you do not
observe the following instructions, an
electric shock, fire and/or serious injuries
may occur.



 This electric power tool is not suitable
for grinding, sanding, for use with wire
brushes or for cut-off grinding. If the
electric power tool is not used as
intended, the user may be exposed
to hazards and may be injured.

 Never use accessories which the
manufacturer did not intend or
recommend especially for this electric
power tool. Just because you can attach
the accessory to your electric power tool
does not guarantee safe use.

 The permitted speed of the insertion tool
must be at least as high as the maximum
speed indicated on the electric power tool.
An accessory which rotates faster than
permitted may shatter and fly off.

 Outer diameter and thickness of the
insertion tool must correspond to the
dimensions of the electric power tool.
Incorrectly measured insertion tools
cannot be adequately shielded or
controlled.

 Flanges or other accessories must fit
exactly on the spindle of your electric
power tool. Insertion tools, which do not
fit exactly on the spindle of the electric
power tool, rotate unevenly, vibrate
violently and may result in loss of control.
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5) Service

Disconnect the plug from the power 
source and/or the battery pack from 
the power tool before marking any 
adjustments, changing accessories, 
or storing power tools. Such preventive 
safety measures reduce the risk of 
starting the power tool accidentally.

 Store idle power tools out of the reach 
of children and do not allow persons 
unfamiliar with the power tool or these 
instructions to operate the power tool. 
Power tools are dangerous in the hands 
of untrained users.

 Maintain power tools. Check for 
misalignment or binding of moving parts, 
breakage of parts and any other condition 
that may affect the power tools operation. 
If damaged, have the power tool repaired 
before use. Many accidents are caused 
by poorly maintained power tools.

 Keep cutting tools sharp and clean. 
Properly maintained cutting tools with 
sharp cutting edges are less likely to 
bind and are easier to control.

 Use the power tool, accessories and tool 
bits etc. in accordance with these 
instructions, taking into account the 
working conditions and the work to be 
performed. Use of the power tool for 
operations different from intended could 
result in a hazardous situation.

 Have your power tool serviced by qualified 
repair person using only identical 
replacement parts. This will ensure that 
the safety of the power tool is maintained.
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 Do not use any damaged insertion tools.
Before use, always check the insertion
tools for splinters and cracks. If the electric
power tool or the insertion tool is dropped,
check for damage or use an undamaged
insertion tool. When you have checked
and inserted the tool, ensure that you and
anybody in the vicinity remain outside the
plane of the rotating insertion tool and
leave the power tool running for one
minute at maximum speed. Damaged
insertion tools usually break during this
test time.

 Wear personal protective equipment.
Depending on the application, wear full
face protection, eye protection or goggles.
If appropriate, wear a dust mask, hearing
protection, protective gloves and/or
a special apron which protect you from
small material particles. You should
protect your eyes from foreign objects
which are ejected for different appli-
cations. Dust and respirator masks must
filter the dust which is generated by the
power tool for the particular application.
If you are exposed to loud noise for
a prolonged period, you may suffer
hearing loss.

 Ensure that other persons are situated
at a safe distance from the work area.
Anyone who enters the work area must
wear personal protective equipment.
Fragments of the workpiece or broken
insertion tools may fly off and cause
injuries even outside the direct working
area.

 If the insertion tool is at risk of coming into
contact with concealed power cables or
the power cord itself, hold the power tool
by the insulated grip surfaces only.
Contact with a live cable may also cause
metal parts of the appliance to become
live and result in an electric shock.

 Keep the power cord away from rotating
insertion tools. If you lose control of the
appliance, the power cord could be
severed or become caught and your
hand or arm may strike the rotating
insertion tool.

 Never put down the electric power tool
until the insertion tool has come to
a standstill. The rotating insertion tool
may come into contact with the support
surface, possibly resulting in you losing
control of the electric power tool.

 Never leave the electric power tool running
while you are carrying it. Your clothing
may become caught by accidental
contact with the rotating insertion tool
which may then drill into your body.

 Regularly clean the ventilation slots on
your electric power tool. The motor fan
draws dust into the housing; a large
build-up of metal dust may cause
electrical hazards.

 Never use the electric power tool near
combustible materials. Sparks may ignite
these materials.

 Never use insertion tools which require
liquid coolants. The use of water or other
liquid coolants may result in electric shock.

 Do not allow any loose parts of the
polishing hood, in particular fixing cords.
Stow or shorten the fixing cords. Loose,
entrained fixing cords may trap your
fingers or become entangled in the
workpiece.

Recoil and appropriate safety 
instructions
Recoil is the sudden reaction caused by 
a rotating insertion tool which sticks or is 
blocked. A rotating insertion tool which 
sticks or is blocked stops abruptly. As a 
result, an uncontrolled electric power tool is 
accelerated against the direction of rotation 
of the insertion tool at the blocking point.
A recoil occurs if the electric power tool is 
used incorrectly or improperly. A recoil can 
be prevented by appropriate precautions as 
described below.
 Hold the electric power tool firmly and

position your body and arms to allow you
to absorb kickback forces. If fitted, always
use the auxiliary handle to ensure the best
possible control over the recoil forces or
reaction torques when acceleration
occurs. The operator can control
kickback and reaction forces by taking
appropriate precautions.
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Technical specifications

Tool

Type

PE 8 - 4 80

A-weighted sound pressure level according to IEC 60745 (see “Noise and vibration”):

Polisher
08mm.xam Ø looT

41Mretemaid eldnipS

0093–0031.m.p.rdeeps eldI

0054.m.p.rdeeps detaR

008Wtupni rewoP

523WW

kg 1.9

tuptuo rewoP

Weight according to “EPTA Procedure 
01/2003” (without power cord)

Protection class

Sound pressure level LpA

Sound power level LWA

Uncertainty K

Emission value ah when polishing painted surfaces

Uncertainty K

Total vibration value according to IEC 60745 (see “Noise and vibration”):

II / 
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dB(A) 80

91

3

2.5

1.5

dB(A)

dB

m/s2

m/s2

800091
附注
“800091”设置的“Accepted”

800091
附注
“800091”设置的“Accepted”

800091
附注
“800091”设置的“None”

800091
附注
“800091”设置的“None”

800091
附注
“800091”设置的“None”

800091
附注
“800091”设置的“None”

800091
附注
“800091”设置的“None”

800091
附注
“800091”设置的“None”

800091
附注
“800091”设置的“None”

800091
附注
“800091”设置的“None”

800091
附注
“800091”设置的“None”

800091
附注
“800091”设置的“None”
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Overview

1 Spindle
2 Spindle lock

Secures the spindle when the tool 
is changed.

3 Gear head
With air outlet and direction-of-rotation 
arrow.

4 Switch rocker
For switching on and off.
With notched position for continuous 
operation.

5 4.0 m power cord with plug
6 Dial for preselecting the speed
7 Rating plate
8 Handle
9 Handle cover
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Operating instructions
WARNING!

Before carrying out any work on the 
polisher, always pull out the mains plug.
Before switching on the power tool
Unpack the polisher and check that there 
are no missing or damaged parts.
Attach handle cover

 Loosen screws or handle.
 Push on handle cover (1.).
 Tighten screws (2.).
Switching on and off
Brief operation without engaged switch 
rocker

 Push the switch rocker forwards and hold
in position.

 To switch off the power tool, release the
switch rocker.

Continuous operation with engaged 
switch rocker

 Push the switch rocker forwards and
engage by pressing the front end.

 To switch off the power tool, release the
switch rocker by pressing the rear end.

Preselecting the speed

 To set the operating speed, move the dial
to the required value.

CAUTION!
Risk of injury due to destruction of the tool. 
Use the appropriate tool for the job.

NOTE
If an overload or overheating occurs during 
continues operation, the power tool auto-
matically reduces the speed until the power 
tool has cooled down adequately.
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Attaching or changing the tool 
holder
 Pull out the mains plug.
 Press and hold down the spindle lock.

 Screw chuck clockwise onto the spindle
and tighten hand-tight.
To loosen, turn chuck anti-clockwise.

Attach or change tools
 Pull out the mains plug.

 Press polishing agent firmly in the centre
of the Velcro pad. Use undamaged
polishing tools only.

 Carry out a test run to check that the tool
is clamped in the centre.

Operating instructions
NOTE

When the power tool is switched off, the tool 
continues running briefly.
– If using a polishing paste, use the
respective tool for each paste.

– In the case of sensitive surfaces
(e. g. car paint) do not work aggressively,
but at low speeds and with low contact
pressure.

– Sponges can be washed in the washing
machine.

Maintenance and care
WARNING!

Before carrying out any work on the 
polisher, always pull out the mains plug.
Cleaning

WARNING!
If metals are work over a prolonged period, 
conductive dust may become deposited 
inside the housing. Impairment of the 
protective insulation! Operate the power tool 
via a residual-current-operated circuit-
breaker (tripping current 30 mA).
 Regularly clean the power tool and

ventilation slots. Frequency of cleaning is
dependent on the material and duration
of use.

 Regularly blow out the housing interior
and motor with dry compressed air.

Carbon brushes
The polisher features cut-off carbon 
brushes.
When the wear limit of the cut-off carbon 
brushes is reached, the polisher switches 
off automatically.

NOTE
Use only original parts supplied by the 
manufacturer for replacement purposes. 
If non-original parts are used, the guarantee 
obligations of the manufacturer will be 
deemed null and void.
When the polisher is being used, the carbon 
brushes can be seen sparking through the 
rear air inlet apertures.
If the carbon brushes spark excessively, 
switch off the polisher immediately. Take the 
polisher to a customer service workshop 
authorised by the manufacturer.
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Gears
NOTE

Do not loosen the screws on the gear head 
during the warranty period. Non-compliance 
will deem the guarantee obligations of the 
manufacturer null and void.
Repairs
Repairs may be carried out by an authorised 
customer service centre only.
Spare parts and accessories
For other accessories, in particular tools 
and polishing aids, see the manufacturer’s 
catalogues.
Exploded drawings and spare-part lists 
can be found on our homepage: 
www.flex-tools.com

Disposal information
WARNING!

Render redundant power tools unusable 
by removing the power cord.

Only for EU countries
Do not dispose of electric tools 
together with household waste 
material!

In observance of European Directive 
2012/19/EU on waste electrical and 
electronic equipment and its implementation 
in accordance with national law, electric tools 
that have reached the end of their life must 
be collected separately and returned to an 
environmentally compatible recycling facility.

NOTE
Please ask your dealer about disposal 
options for redundant power tools.
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Exemption from liability
The manufacturer and his representative 
are not liable for any damage and lost profit 
due to interruption in business caused 
by the product or by an unusable product.
The manufacturer and his representative are 
not liable for any damage which was caused 
by improper use of the product or by use of the 
product with products from other 
manufacturers.
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For warranty service, please contact FLEX 
customer service on Australia 1300 000 346 
or New Zealand 0508 000 346.
Chervon Australia Pty Ltd ABN 36 165 077 
501 and Chervon New Zealand Subsidiary 
Ltd NZBN 9429049277616  (“Chervon”) 
warrants to the original domestic purchaser 
that this product will be free from defects in 
materials and workmanship for 2 years from 
date of purchase and an additional 1 Year 
(For a total of 3 Years) with registration via 
www.flex-tools.com.au or 
www.flex-tools.co.nz within 30 days of the 
original purchase. To make a claim, return 
the faulty item together with proof of 
purchase directly to your closest service 
agent or to the place of purchase. Any 
handling and trans-portation costs (and 
other expenses incurred in claiming this 
warranty) are not covered by this warranty 
and will not be borne by Chervon. The 
replacement product or part or repaired 
product will be made available for your 
collection at an address nominated by 
Chervon. Where a valid warranty claim is 
made, Chervon will replace the defective 
product or repair the fault. Where the 
product is repaired, Chervon may use 
refurbished parts. This warranty does not 
cover normal wear and tear, misuse, abuse, 
or continuous industrial use. This warranty 
only applies to product purchased by you, 
inside Australia or New Zealand from 
authorised Australian or New Zealand FLEX 
dealers. This warranty may also be further 
limited or voided as specifically detailed in 
the product Manual. Chervon has no other 
liability under this warranty. The benefits to 
you given by this warranty are in addition to 
other rights and remedies imposed by State 
and Federal legislation that cannot be 
excluded. Our goods come with guarantees 

that cannot be excluded under the Austra-
lian Consumer Law and the New Zealand 
Consumer Guarantee Act 1993. You are 
entitled to a replacement or refund for a 
major failure and compensation for any 
other reasonably foreseeable loss or 
damage. You are also entitled to have the 
goods repaired or replaced if the goods fail 
to be of acceptable quality and the failure 
does not amount to a major failure. Chervon 
Australia Pty Ltd, 
Unit 14, 5 Kelletts Rd, Rowville, VIC 3178. 
Chervon New Zealand Subsidiary Ltd, 4th 
Floor, Smith & Caughey Building, 253 
Queen St, Auckland, 1141 
Ph: 1300 000 346. 
Email: support@flex-tools.com.au
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Chervon Australia Pty Ltd,
Unit 14, 5 Kelletts Road, Rowville, VIC 3178.

For all FLEX warranty and enquiries, please contact 
Australia 1300 000 346 or New Zealand 0508 000 346




